Erectors Note:

To allow for any discrepancy in the levels of the bottom flange faces of the valves, the reference dimensions 282 & 112 are for reference only. These two dimensions are to be checked on site and the piping cut to suit.

THIS DRG. SUPERSEDES DRG. 0.58/37080

ELEVATION

PLAN VIEW

Jointing Material Required

<table>
<thead>
<tr>
<th>O/T.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>40</td>
<td>Bolt - M16 - 65 LG. c/w Nut &amp; Washer - Galvanized</td>
</tr>
<tr>
<td>10</td>
<td>Gasket - 80NB BS4505 T6 - 3 THK. CAM</td>
</tr>
</tbody>
</table>

Spray Shrouds welded to U/S Conditioner top plate. Shrouds made 200NB pipe x 4.5 THK. x 200 LG. - SABS 719

Allow an extra 150 mm in the shop fabrication for adjustment at site.

These 2 flanges supplied loose for site welding.

In the shop fabrication for adjustment at site.

For enlarged detail of spray unit see DRG. 0.58/37080 SHEET 1 OF 2

Top of Conditioner

Spray Shrouds welded to U/S Conditioner top plate. Shrouds made 200NB pipe x 4.5 THK. x 200 LG. - SABS 719

Allow an extra 150 mm in the shop fabrication for adjustment at site.

These 2 flanges supplied loose for site welding.

In the shop fabrication for adjustment at site.

For enlarged detail of spray unit see DRG. 0.58/37080 SHEET 1 OF 2

Top of Conditioner

Spray Shrouds welded to U/S Conditioner top plate. Shrouds made 200NB pipe x 4.5 THK. x 200 LG. - SABS 719

Allow an extra 150 mm in the shop fabrication for adjustment at site.

These 2 flanges supplied loose for site welding.

In the shop fabrication for adjustment at site.

For enlarged detail of spray unit see DRG. 0.58/37080 SHEET 1 OF 2

Top of Conditioner

Spray Shrouds welded to U/S Conditioner top plate. Shrouds made 200NB pipe x 4.5 THK. x 200 LG. - SABS 719

Allow an extra 150 mm in the shop fabrication for adjustment at site.

These 2 flanges supplied loose for site welding.

In the shop fabrication for adjustment at site.

For enlarged detail of spray unit see DRG. 0.58/37080 SHEET 1 OF 2

Top of Conditioner

Spray Shrouds welded to U/S Conditioner top plate. Shrouds made 200NB pipe x 4.5 THK. x 200 LG. - SABS 719

Allow an extra 150 mm in the shop fabrication for adjustment at site.

These 2 flanges supplied loose for site welding.

In the shop fabrication for adjustment at site.

For enlarged detail of spray unit see DRG. 0.58/37080 SHEET 1 OF 2

Top of Conditioner

Spray Shrouds welded to U/S Conditioner top plate. Shrouds made 200NB pipe x 4.5 THK. x 200 LG. - SABS 719

Allow an extra 150 mm in the shop fabrication for adjustment at site.

These 2 flanges supplied loose for site welding.

In the shop fabrication for adjustment at site.

For enlarged detail of spray unit see DRG. 0.58/37080 SHEET 1 OF 2

Top of Conditioner

Spray Shrouds welded to U/S Conditioner top plate. Shrouds made 200NB pipe x 4.5 THK. x 200 LG. - SABS 719

Allow an extra 150 mm in the shop fabrication for adjustment at site.

These 2 flanges supplied loose for site welding.

In the shop fabrication for adjustment at site.

For enlarged detail of spray unit see DRG. 0.58/37080 SHEET 1 OF 2

Top of Conditioner

Spray Shrouds welded to U/S Conditioner top plate. Shrouds made 200NB pipe x 4.5 THK. x 200 LG. - SABS 719

Allow an extra 150 mm in the shop fabrication for adjustment at site.

These 2 flanges supplied loose for site welding.

In the shop fabrication for adjustment at site.

For enlarged detail of spray unit see DRG. 0.58/37080 SHEET 1 OF 2

Top of Conditioner

Spray Shrouds welded to U/S Conditioner top plate. Shrouds made 200NB pipe x 4.5 THK. x 200 LG. - SABS 719

Allow an extra 150 mm in the shop fabrication for adjustment at site.

These 2 flanges supplied loose for site welding.

In the shop fabrication for adjustment at site.

For enlarged detail of spray unit see DRG. 0.58/37080 SHEET 1 OF 2

Top of Conditioner

Spray Shrouds welded to U/S Conditioner top plate. Shrouds made 200NB pipe x 4.5 THK. x 200 LG. - SABS 719

Allow an extra 150 mm in the shop fabrication for adjustment at site.

These 2 flanges supplied loose for site welding.